
High-Performance Antifreeze Valve
for Heat Pump Systems

Ice SAFE

Prevents freezing in external piping
Designed for fluids temperature up to 90°C



√ Extended fluid temperature range: 0°C to 90°C
√ Electricity-free operation: fully mechanical system
√ Ensures system safety even during extended heat pump inactivity
√ Durable construction: brass body (CW617N), stainless steel spring 
(AISI302), EPDM-X seals

General technical specifications

Fluid temperature range 0°C ÷ 90°C

Ambient temperature -30°C ÷ 65°C

Opening temperature 3°C (±0.5°C)

Closing temperature 4°C (±0.5°C)

Max working pressure 10 bar

Body material Brass CW617N (UNI EN 12165)

Seals EPDM-X

Available Models

AG100/2 Male x Male 1” - 1 1/4”

AG100/5 Male x Female (swivel) 1” - 1 1/4”

AG100CM Copper x Copper 28 mm

The Ice SAFE antifreeze valve ensures efficient and automatic protection of heat pump systems even in freezing conditions.
When the fluid temperature approaches 3°C, the valve discharges water to prevent ice formation and system damage.

Ice SAFE operates without electrical power, making it ideal for installations at risk of power outages during the winter season.

SMART & RELIABLE FREEZE PROTECTION
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